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ROAD

CLOSED
W1-6R

48" X 24"
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48" X 48"

1500' MIN.

NO-PASSING APPROACH END

—  _  _ 4
- - - - - - »
500’ MIN.
NO-PASSING
TRAIL END
4:‘,‘,'4}( . ++ SEE GENERAL NOTE 8. THESE SIGNS MAY BE
X REPLACED/OMITTED FOR SHORT DISTANCES.
M,_),s ** SEE GENERAL NOTE 8. MAY USE DIFFERENT SIGN.
W13-1
24" X 24"

PAVEMENT MARKINGS FOR TEMPORARY DETOUR AND APPROACHES

WHITE EDGE LINE
DOUBLE YELLOW

>.— CENTER LINE

WHITE EDGE LINE

3-USE ADDITIONAL TYPE III BARRICADES IN STAGGERED LOCATIONS SUPPLEMENTED WITH SIGN R11-4 "ROAD CLOSED TO THRU TRAFFIC" IN THE

4-REMOVE PAVEMENT MARKINGS THAT ARE NO LONGER APPLICABLE IN CONJUNCTION WITH OPENING/CLOSING THE TEMPORARY DETOUR TO TRAFFIC.

5-PLACE PAVEMENT MARKERS FROM A POINT 500 FT. PRIOR TO THE BEGINNING OF THE TEMPORARY DETOUR, ALONG THE TEMPORARY DETOUR,
AND END APPROXIMATELY 500 FT. PAST THE END OF THE TEMPORARY DETOUR (PLACE MARKERS ON 20' SPACING).

6-USE REVERSE TURN SIGNS (W1-3L OR W1-3R) INSTEAD OF THE REVERSE CURVE SIGNS SHOWN IF THE TEMPORARY DETOUR HAS SHARP CURVES

PLACE CHEVRON SIGNS (W1-8) ALONG THE CURVES WHERE THERE IS INSUFFICIENT ADVANCE WARNING DISTANCE TO PLACE

7-USE ADVISORY SPEED PANELS (W13-1) IF THE DESIGN SPEED IS AT LEAST 10MPH LESS THAN THE POSTED SPEED LIMIT UNLESS A LOWER

500' MIN.
NO-PASSING
TRAIL END ,
25
Qe
« - - - - - - - - = "'—c.
. L
1500’ MIN. NO-PASSING APPROACH END
F
L BEGIN
® CURVE
* %
W1-4R
48" X 48"
XX
M.P.H.
W13-1
24" X 24"
YELLOW/YELLOW
RAISED PAVEMENT — e o e
MARKERS ON 20 FT.
SPACING
GENERAL NOTES
1-THE SIGNS ON THIS STD. MAY BE APPLIED TO MULTILANE ROADWAYS.
2-REFER TO STD. 1101.11 SHEET 4 FOR SIGN SPACING.
EVENT THAT TRAFFIC MUST BE MAINTAINED BEYOND THE CLOSURE LIMITS.
(30MPH OR LESS).
LEGEND THE SECOND SET.
F  STATIONARY SIGN
® DRUM SPEED IS DEEMED NECESSARY BY THE ENGINEER.
4 DIRECTION OF TRAFFIC FLOW

[1101.03

8-IF THE TANGENT DISTANCE ALONG THE TEMPORARY DETOUR IS LESS THAN 600FT, INSTALL THE WINDING ROAD SIGN (W1-5L OR W1-5R) AT THE
LOCATION OF THE FIRST REVERSE CURVE SIGN (W1-4L OR W1-4R) AND OMIT THE SECOND REVERSE CURVE SIGN (W1-4L OR W1-4R).
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ENGLISH STANDARD DRAWING FOR
TEMPORARY ROAD CLOSURES
ONSITE TEMPORARY DETOUR
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